WATERPROOF CONNECTIONS
(*NOTE POLARITY ON SENSOR

TO SENSOR CABLE HOOKUP)
SEE DETAIL LS-22
14" X 19" VALVE BOX
WITH BOLT DOWN LID
0" IN TURF AREA
1" IN SHRUB OR
liGROUNDCOVER AREA

#20 — 2 CONDUCTOR, FOIL SHIELDED
DIRECT BURIAL SENSOR CABLE

(PROVIDE 36" EXTRA CABLE)

FINISH GRADE
SCH.80 PVC
CLOSE NIPPLE
(2 TOTAL) - = -
\,
SCH. 80 PVC UNION /<\>/<\ Wt
SAME SIZE AS PIPE R 4 MIN. @@\@
(2 TOTAL) \ )
24
PVC MAIN LINE SCH. 80 PVC FLOW SENSOR BODY
MALE ADAPTER
FROM BACKFLOW
UPSTREAM (2 TOTAL)
T i
R FLOW
SCH. 80 RED /%/ 4 ) f DOWNSTREAM
PVC COUPLING E ®/ 47 MIN,

(SEE NOTE #2) w N oc -t SCH. 8O RED
TR PVC COUPLING

BRICK B (SEE NOTE #2)

(4 TOTAL) A
3/4"0 PEA GRAVEL - 6" DEEP
(NO SOIL IN VALVE BOX)
ELEVATION VIEW
NO SCALE
NOTES:

1. FLOW SENSOR MUST BE INSTALLED WITH INSERT (TOP) VERTICAL AND BODY
(TEE) POSITIONED HORIZONTALLY.

2. REDUCER COUPLING MUST BE AT A DISTANCE EQUAL TO 10 TIMES THE PIPE
DIAMETER ON THE UPSTREAM SIDE (A) AND 5 TIMES THE THE PIPE DIAMETER
ON THE DOWNSTREAM (B) SIDE.

EXAMPLE: FOR 3" FLOW SENSOR, 30" ON UPSTREAM SIDE AND 15" ON
DOWNSTREAM SIDE.
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