2" A.C. CAP WITH BLACK SAND SLURRY SEAL,
EXTEND 12" BEYOND A.C. PAVEMENT REPLACEMENT LIMIT.

TACK COAT (TYP.)
EXIST. CURB & GUTTER

GRIND 1.5" MIN.
PAVEMENT FINISH GRADE _ —'

BASE

18" MIN. —

FROM FINISH GRADE — _f
TO TOP OF CONDUIT 2"

APPROX. 2" WIDER THAN OUTSIDE DIAMETER OF CONDUIT.

CONTROLLED DENSITY FILL (CDF)
(SEE TABLE ON DETAIL ST-19)

/|

CONDUIT PER SCHEDULE

NOTE: GRIND EXISTING A.C. MIN 1.5” DEEP BY

TOTAL WIDTH NOT TO EXCEED 8".

MIN. 6" WIDE ON STREET SIDE OF TRENCH
AFTER CONDUIT IS INSTALLED.

TRENCH AT LIP OF GUTTER

NO SCALE

TACK COAT (TYP.)
PAVEMENT FINISH GRADE \

2" A.C. CAP WITH BLACK SAND SLURRY SEAL,
EXTEND 12" BEYOND A.C. PAVEMENT REPLACEMENT LIMIT.

— e
EXIST. AC. 7 4

BASE

rGRIND 15" MIN.
777 1——  NOTE: GRIND EXISTING A.C. MIN 1.5" DEEP BY
T1 & | f MIN. 6” WIDE ON BOTH SIDES OF TRENCH.
T MIN. |

CONTROLLED DENSITY FILL (CDF)

18" MIN.
FROM FINISH GRADE —
TO TOP OF CONDUIT

APPROX. 2" WIDER THAN OUTSIDE DIAMETER OF CONDUIT.

ﬁ_ SCHEDULE

CONDUIT PER (SEE TABLE ON DETAIL ST-19)

2" MIN. —t

TOTAL WIDTH NOT TO EXCEED 8"

TRENCH IN ROADWAY
NO SCALE
SIDEWALK_FINISH GRADE__
EXIST. P.C.C. SIDEWALK ~ <4 Iy CONTROLLED DENSITY FILL (CDF)
EJSEEXB____;-_._____-%:‘__ N A (SEE TABLE ON DETAIL ST-19)
.B. oo og.? RQ- o??é, '
_______________ CONDUIT PER
e / SCHEDULE
18” MIN. - 2" MIN.

FROM FINISH GRADE
TO TOP OF CONDUIT

APPROX. 2" WIDER THAN OUTSIDE DIAMETER OF CONDUIT.

?

TOTAL WIDTH NOT TO EXCEED 8.

TRENCH AT BACK OF SIDEWALK

NO SCALE

DRAWN BY: M. LEE
CHECKEDBY: D. PITTON
APPROVED BY: T. SUPAN

TRAFFIC SIGNAL
TRENCH DETAILS
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